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USER 16 (NOT MMS ENABLED) LEAVES A 
CONVENTIONAL VOICEMAIL MESSAGE 
FOR SUBSCRIBER 22 IN SERVER 24 



100 

u 




GENERATE AND TRANSMIT AN SMS 
NOTIFICATION MESSAGE TO SUBSCRIBER 22 



108 104 



NOTIFICATION MESSAGE RECEIVED 
AT SUBSCRIBER 22 HANDSET 
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TREAT AS CONVENTIONAL 
VOICEMAIL MESSAGE 




, 106 



SUBSCRIBER 22 INITIATES A REQUEST TO RECEIVE THE VOICEMAIL 
MESSAGE BY AN MMl INTERFACE 



112 
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UPON SERVER 24 RECEIVING THE REQUEST, THE CAPABILITIES OF 
THE HANDSET OF SUBSCRIBER 22 IS DETERMINED 


J 










^116 


UPON DETERMINING THAT THE HA 
MULTIRATE VOICE, SERVER 24 TRA 
TO SUBSCRIBER 22 FROM ITS STOI 

FC 


NDSET OF SUBCRIBER 22 CAN RECEIVE ADAPTIVE 
NSU\TES THE VOICEMAIL MESSAGE FOR DELIVERY 
^ED FORM OF CODE EXCITED LINEAR PREDICTION 
RMAT INTO AMR 
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SERVER 24 TRANSMITS A MESSAGE USING SMIL TO THE HANDSET OF SUBSCRIBER 22 
PROVIDING THE ADDRESS IN SERVER 24 CONTAINING THE TRANSITED AMR MESSAGE 
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CONTINUING FROM FIGURE 



THE HANDSET OF USER 22 DOWNLOADS THE AMR FORMATTED 
MESSAGE BY THE MMl INTERFACE AND PIAYS THE VOICED MESSAGE 
ON THE SPEAKER OF THE HANDSET OF SUBSCRIBER 22 
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126 



UPON CONFIRMATION OF THE DEUVERY 
TO THE HANDSET OF THE RECIPIENT, 
THE MESSAGE STORED IN SERVER 24 IS DELETED 



THE MESSAGE STORED IN SERVER 24 IS MARKED 
AS READ AND CONTINUED TO BE STORED 
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FIG. 4 
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USER 20 (MMS ENABLED) SENDS A MULTIMEDIA MESSAGELy' 
FOR SUBSCRIBER 18 VIA SERVER 24 



200 




STORE MM MESSAGE IN A RECORD J 
IN SUBSCRIBER 18 MAILBOX 



208 



204 



TREAT AS MMS TO MMS MESSAGING 
PURSUANT TO STANDARDS PROTOCOL 



206 




TRANSMIT AN SMS NOTIFICATION MESSAGE TO 
SUBSCRIBER 18 OF WAITING MM MESSAGE 



NOTIFICATION M 



USE ALTERNATE COMMUNICATIONS 
MODES, IF AVAILABLE, TO NOTIFY 
SUBSCRIBER 18 OF THE RECEIVED 
MM MESSAGE 



SSAGE RECEIVED J 



AT SUBSCRIBER 18 HANDSET 
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FIG. 5 
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CONTINUED FROM FIGURE 
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SUBSCRIBER 18 DIALS INTO HIS UM MAILBOX AT SERVER 24 
AND REQUESTS ACCESS TO THE MM MESSAGE 



224 



SUBSCRIBER 18 HEARS THE HEADER INFORMATION, 
IF ANY. FOR THE MM MESSAGE 
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MM MESSAGE AUDIO MESSAGE IS CONVERTED FROM AMR TO PCM 
AND PLAYED TO SUBSCRIBER 18 OVER THE HANDSET SPEAKER 



SERVER 24 DETERMINES THAT THE PICTURE PORTION OF THE MM MESSAGE 

CANNOT BE CONVEYED TO SUBSCRIBER 18 AND GENERATES AN AUDIO 
NOTICE TO SUBSCRIBER 18 TO ALERT THE SUBSCRIBER THAT SOME PORTIONS 
OF THE MM MESSAGE COULD NOT BE COMMUNICATED 
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IF SUBSCRIBER 20 REQUESTED CONFIRMATION OF DELIVERY, SERVER 24 
GENERATES AND TRANSMITS A DELIVERY RECEIPT TO SUBSCRIBER 20 

VIA AN MMl INTERFACE FOLLOWING DELIVERY TO SUBSCRIBER 18 
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END 
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FIG. 6 



